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BLANK END CAPS

(No Screw Needed)

+
1 Small Allen Screw per
End Cap, use small Allen 
Key Wrench to tighten.

(No Screw Needed)
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ALU|PEN C-CHANNEL | #ACC03

ALU|PEN L-CHANNEL | #BLC02

ALU|PEN C-CHANNEL | #BCC04

1 Small Allen Screw per
End Cap, use small Allen 
Key Wrench to tighten.

#ASAKW-sml 

#ASAKW-sml 

L & C- CHANNEL END CAPS

When the open end on each channel runs up against your cabinet gable and if 
it is any  colour other than the channel colour, a Blank End Cap is available.

NOTE:

If you choose to inset your channel by routering out a notch in your cabinet,
exposed channel ends require L & C-Channel End Caps for the perfect 
�nishing solution.

NOTE:

CHANNELS & PARTS ARE 
AVAILABLE IN BOTH:

ALU MATTE (ADM)

ALU MATTE BLACK (ADMB)

With 
Blank End Cap

Without 
Blank End Cap
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ALU|PEN L-CHANNEL | #ALC01



MITERED CORNER 

27mm

74.5mm

27mm

57.5mm

27mm

74.5mm

27mm

57.5mm

You will need an L-Bracket Fastener for each end of your Channel when installing it 
onto your cabinet. Use 1 or 2 large Allen Screws with the help of a large Allen Key 
Wrench to tighten them in place. Use 1 or 2 standard cabinet screws to attach the 
L-Bracket Fastener to the cabinet.

INSTRUCTIONS
November2020

Use “non-ferrous saw blade” to mitre Channel when making 
your corners. Use 2 or more Large Allen Screws per L-Bracket 
Fastener, large Allen Key Wrench to tighten.
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INSTALLATION 
Option #1:  With L & C End Caps

INSTALLATION

C-CHANNEL

L-CHANNEL

C-CHANNEL

L-CHANNEL

+
#ASAKW-lrg#LB11

+
#ASAKW-lrg#LB11

#ACEC09

#ALEC07
#ARBEC14

#ACCBEC16

Option #2:  With Blank End Caps

With L-Bracket Fastener
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